SPECIFICATION

1.Rated VOItage .....ooecvvevrrrmmnnrervvesmmsssrsssessssssnnns 1.3 V

2.0perating VOItage ............ccemmvvrrrnsmessssersmsssssssssnnns 182V

3 Max.Rated Current .........coocrverreeneeerrsnrnersnenenn. JT0MA

4.Coll RESIStANCE ...e.vvvrvrrveririrrerineeeresirinninnnes. 0.5E1Q

- Plete | 5.Coll Tmpedance ............comvrvcesmmrmrrmnereesssnnnnenns 162
6.Min.Sound Pressure Level ..........coveevevevrrinereene. 80dB/10cm

9.0

7.Resonant Frequency .........oemmnrsmnessssssseennnns 2400Hz
8.Case Material ............coooeeemrereerereennreesireeneraeneraene, PBT

4.0+0.5

5.5+0.5
05

” %/ 9.0perating TEMPELALULE .....vvvvvenrvrrrsnnsnssessseneennns =20~FT70C
| Thetn 10.Store TEMPEIALULE .......vvvveeererrrsreeennnerssneninnnne =30~F80C

2-90.6

@. wg NINGBO KEPO ELECTRONIC CO.,LTD
http://www.chinaacoustic.com
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