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SPECIFICATION

1.Rated VOItage ........cc.covvvevvvemmneriiinscriiiiseeriiiseniens
2.0perating Voltage ...........cooveeveervveeveernneerernserriennne
3. Max.Rated Curtent ..........ccooevveemverrermnncerernneriirnnns

12VAC/50~60Hz
10.5~13.5VAC

4.CO1l RESISTANCE +.vovevveveeeeereereeesreesresneesseeneeenneen 3 2.5 Q£10%
5.Min.Sound Pressure Level.......oooevecvvevrcrcrennnn. 75dB/12VAC/20cm
6.Case Material .......oovvevveeveveeeeeeeseseseseseenennen PPO

7.0perating TemMpPerature .............eevvveeveerrvrenrrsnsrennns

25~+75C

8.Store TeMPErature .........coocovvvvervenrrvrvvviesnerrssriennnnnm30~80C
10.Bear Pressure........oovvvnvvnvrinnriinrirnsrinnsinnninnnnnnn IKE

KEPO

NINGBO KEEP IMPROVING ELECTRONIC CO.LTD
ttp://www.chinaacoustic.com

Magnetic Buzzer

No. DESCRIPTION APPROVED | DATE
T APPROVALS | DATE KPMB-23012
Mx M DRAWN
UNIT DWG NO.
CHECKED mm KP3.840.605.03
APPROVED 03.01.15 SCALE _w:wE _(.mz 1.0
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