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CRYSTAL
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70, 90MHZ SERIES MCF

� Features
8 Compactness and light weight   8 Low insertion loss   8 Stable temperature characteristics
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� 70MHz, 90MHz Overtone

70N15A 70 2 3 ±7.5 18 ±30 1.0 2.0 40 2.5//–0.5 –20~+70 D-360-A

70N15BR 70 4 3 ±7.5 30 ±25 1.0 3.0 80 2.5//–1 CC=–0.5pF –20~+70 D-360-B

70N20A 70 2 3 ±10 13 ±25 0.5 1.5 35 2.3//–1 –20~+70 D-360-A

70N20B 70 4 3 ±10 25 ±25 1.0 3.0 70 2.5//–1 CC=–1pF –20~+70 D-360-B

70N30AC 70.05 2 3 ±15 13 ±50 1.0 2.0 35 3.6//–1 –20~+70 D-360-A

70N30BH 70 4 3 ±15 25 ±50 1.0 3.0 70 4.1//–1 CC=–1.4pF –20~+70 D-360-B

90N8B 90 4 3 ±4.0 13 ±12.5 1.0 5.0 70 1.5//–0.5 CC=–0.5pF –20~+70 D-360-B

90N20A 90 2 3 ±10 13 ±25 0.5 1.5 35 2.3//–0.2 –20~+70 D-360-A

90N20BC 90 4 3 ±10 25 ±25 1.0 3.0 80 2.0//–0.8 CC=–1pF –20~+70 D-360-B

90N26BA 90 4 3 ±13 18 ±25 1.0 3.0 80 2.3//–0.7 CC=–0.5pF –25~+85 D-360-B

Model : 70N20B

Model : 90N20BC

D-360-B means a pair of
D-360-A. When D-360-B is
used, please use a coupling
capacitance .

D-360-A~B (mm)

#5. P179-198  02.2.5 4:14 PM  ページ 184


