
 MXF45-15B 2 3 ±7.5 2 3 35 ±25 –20~+70 Fig.10

MXF45-20B 2 3 ±10 2 3 35 ±40 –20~+70 ˜

MXF45-30B 2 6 ±15 1 3 30 ±50 –20~+70 ˜

MXF45-7.5BF 2 3 ±3.75 1 6 30 ±12.5 –20~+70 ˜

MXF45-15BF 2 3 ±7.5 1 4 35 ±25 –20~+70 ˜

MXF45-20BF 2 3 ±10 1 4 35 ±40 –20~+70 ˜

MXF45-30AF 2 3 ±15 1 2 15 ±50 1.2k//1.5 –20~+70 ˜
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■45MHz Series

■70~100MHz Series

■Specifications

■Specifications

 MXF70-15A 1 3 ±7.5 1.5 2 15 ±25 2k//–0.5 –20~+70 Fig.10

MXF70-20A 1 3 ±10 1 2 15 ±30 2.5k//–1.5 –20~+70 ˜

MXF70-30B 2 3 ±15 2 3 25 ±50   –20~+70 ˜

MXF82.2-30B 2 3 ±15 2 4 25 ±60 –20~+70 ˜

MXF83.16-30B 2 3 ±15 2 4 25 ±60 –20~+70 ˜

MXF87-30B 2 3 ±15 2 4 30 ±60   –20~+70 ˜

MXF90-20A 1 3 ±10 1 2 15 ±30 2.5k//–1 –20~+70 ˜

MXF90-20B 2 3 ±10 2 3 35 ±50 –20~+70 ˜

MXF91.9875-24B 2 3 ±12 1.5 4 20 ±40 –20~+70 ˜

MXF100-15A 1 3 ±7.5 1 3 12.5 ±25 1k//–1 –10~+60 ˜
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