St rong F 1 rSt ! Plastic Spacer for 49S-SMD 2Pins

SP-49S-SMD-0.45 RoHS Compliant

Lead free
Lead-free soldering mineral free compliant
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SMD insulating gasket T:0.45-2013

* DIMENSION SPACER ( mm ) :

(1 5] 2 P e«
R T
14| & — } E ‘
o a1 -
] Bk : : f j B 15005
Ao ' |
1.0 £0.05 1.4 A-A'Section
4-R235
i@ B L T
: e
B-B’ Section
0.80 £0.05
! 0.35 £0.05
|
Ll |
|
\ [ -
Bleess T e e S T:0.45 £0.05
4.50 +0.10 : @\g 5
i i :
: 0.90 £0.05
ptod ‘ HF "Halogen Free Marking in ¢1.8"
I 0.60 +0.20 Abbreviation for Halogen-Free 0.22 +0.03

* skills requirement NOTICE:
@: Appearance: meet the requirements of the size in the above picture;
(@: Appearance: rectangular black polymer resin;
@:Material: Chemical name -- Polyphenylene Sulfide Resins (PPS for short),
English name -- Polyphenylene Sulfide Resins;English name -- Polyphenylene Sulfide Resins;
@: Performance: high temperature resistance and high mechanical strength,
— short-term use temperature 260 °C (40Sec);
@): Insulation: Volume resistivity > 193 0.cm -
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