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S2520 SMD Type Crystal

Features

Ultrathin thickness 0.55mm.

It is a completely sealed type with a metal case sealed on a ceramic board.

Automatic mounting is possible.

Reflow is possible.

RoHS compliant and lead free.

Frequency Range 12.000MHz ~80.000MHz

Mode of Oscillation ШШШ& Fundamental

Frequency Tolerance at 25°C ЩЩ'&Ш ±10ppm, ±30ppm,or specify

Frequency Stability Over Temperature ±10ppm, ±30ppm,or specify

Operating Temperature Range I ft/mix -10 ~ +60
°

C standard
,
or -40 ~ +85

°

C Extended

Aging ± 2ppm / year ,± 5ppm / year

Load Capacitance 9pf,12pf,or specify

Equivalent Series Resistance (ESR) See Table

Shunt Capacitance 5
.0pf Max

Drive Level 100pW Max

Reflow Conditbns 260 С For 10s Max» 2 Reflows Max

Resistance of Series Resonance (ESR)

Frequency (MHz) Mode ESR

12.000-15.000 Fundamental 180 ohms max.

16.000 -20.000 Fundamental 150 ohms max.

21.000-30.000 Fundamental 100 ohms max.

31.000-80.000 Fundamental 60 ohms max.

2
.
5±0.1

4#

о

+i

LO
Ю

о

1#

1#

4#

. 095 .I

3#

о

+1

q
c\i

2#

2#

3#

i

3#

2#

i

111-1 i
mi и
ч i i i-\
и i i \
I L_i I

Connection

1
.
75

4#

0
.
8

к Ы

1#

ю

CO

Temperature

Max260°C

200°C

Max150°C

25°C

1-Max180 Sec

2-Max10 Sec

3-Max80 Sec

4-Max90 Sec

Time

Scale none Dimension in mm suggested Layout
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