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S1612 SMD Type Crystal

Features

Ultrathin thickness 0.35mm.

Automatic mounting is possible.

Reflow is possible.

RoHS compliant and lead free.

Frequency Range 26.000 MHz ~60.000MHz

Mode of Oscillation Fundamental

Frequency Tolerance at 25°C ШШ/АШ ±15ppm, ±30ppm,or specify

Frequency Stability Over Temperature ±15ppm, ±30ppm,or specify

Operating Temperature Range IfE/m® -10 ~ +60°C standard,or -40 ~ +85 °C Extended

Aging ± 2ppm / year ,± 5ppm / year

Load Capacitance 8pf,10pf,or specify

Equivalent Series Resistance (ESR) =£$ÿ1*1 See Table

Shunt Capacitance jUjS fe# 5
.0pf Max

Drive Level 50pW Max

Reftow Conditions 260°C For 10s Max, 2 Reflows Max

Resistance of Series Resonance (ESR)

Frequency (MHz) Mode ESR

26.000 -40.000 Fundamental 150 ohms max.

41.000 -60.000 Fundamental 100 ohms max.

1.60±0. 05
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Temperature

Max260°C

200°C

Max150°C

25°C

1-Max180 Sec

2-Max10 Sec

3-Max80 Sec

4-Max90 Sec

Time

Scale none Dimension in mm suggested Layout
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