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1. Features 
 IF bandpass filter 

 Low-Loss Filter 

 Single-ended operation 

 Ceramic Surface Mount Device (SMD) Package 

 Maximum Storage Temperature Range : -40℃ ~ 85℃ 

 Electrostatics Sensitive Device (ESD) 

2. Package Dimension 

 

3. Specifications 
Fo = 70.0 MHz 

Terminating source impedance: 50Ω and matching network 

Terminating load impedance: 50Ω and matching network 

 

 Items  Unit  Min.  Typ.  Max.  

Center Frequency(Fc) MHz  -  70 -  

Insertion Loss  dB  -  16.2  19.0 

1dB Bandwidth 

3dB Bandwidth 

40dB Bandwidth 

MHz 

MHz 

MHz 

24.8 

- 

- 

25.5 

26.4 

29.8 

- 

- 

30.5 

Amplitude Ripple (Fo +/- 12.4MHz) 

Group Delay Variation (Fo +/- 12.4MHz) 

dB  

nsec 

-  

- 

0.5 

30 

1.0 

60  

Absolute Delay nsec - 1.18 - 

Ultimate Rejection dB 40 45  -  

Temperature Coefficient of Frequency (TCF)  ppm/℃  -  -86  -  
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4. Matching Schematic  

Actual matching values may vary due to PCB layout and parasitics. 

 

5. Typical Performance 

 


