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嬲 speCiⅡcations

频率范围

振动模式

调整频差 (ppm)    Frequency Tolerance(at25° C)

温度频差 (ppm)   Frequency stability○ ver Temperature Range

储存温度 (℃ )   Storage Temperature Range

等效电阻 (Ω )   Equivalent Series Resistance

静态电容 (pF)     shunt capacitance

负载电容 (pF)    Load capacitance

绝缘电阻 (MΩ)   lnsulation ResistanCe

激励功率 (u、Ⅳ)     Drive LeVel

老化率 (ppm/y)  Aging

AIl specifications subject change without notice.

8000~5O OOON门 Hz

ATcut,Fundamental

±1O~± 5Opp|η

see Tab|e1

-40°C~+85℃

see Tab|e2

5opFMax

5-5OpF or SerIes Resonance

≥500MΩ ∥DC100V± 10V

0∶ 01uW~1000uW

±2ppΠVyear,± 3ppm/year,± 5ppnVyear

Frequency Range

Vibration MOde

圈 Frequency stabiIity over Temperature Range(AT cut)(TabIe1)

o~+50℃

-5~十 55℃

-1O~+60° C

-20~+70qc

-30~+85qc

-40~+85℃

-40~+105℃
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49ss-7'49ss-7rsMD a49ss~8'49ss-8/sMD

甲 EquivaIent seHes Res∶ stanCe(EsR)(TabIe2)

8000~11 999

彳2~000~15999

16000~19000

20000~50000
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口 Optiosn AVaⅡ abIe
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Papertape&reel packing

3rd in line lead base

lnsuIator both for2Ieads and31eads

Lead cut/Customer丨 ead length options aVa"abIe

Laser marking

spec∶ al C1or C。 requirement

special EsR

Ⅱ Dimension(Unit:mm)

49sS-7&49ss-7/SMD 49ssˉ 8&49ss-8/SMD
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