
Series Frequency
( ± 500Hz )

Min. Sound
Output (dBA)

Rated
Voltage

Height
(mm)

Diameter
(Ømm)

  Model Terminal * Page No.

DB-E758

DB-E418

DB-E928

DB-E768

DB-E768

DB-E358

DB-E1028

DB-E1248

DB-E878

DB-E1498

DB-E1458

DB-E168

DB-E1488

DB-E1258

75PZ23350

41PZ23500Q

92PZ24360

76PZ5370

76PZ25680

35PZ28300

102PZ30340

124PZ30360

87PZ30270

149PZ33200

145PZ33260

16PZ3200

148PZ42280

125PZ25320

22.5

23.0

24.0

24.7

24.7

28.5

29.7

30.0

30.0

33.0

33.5

39.0

41.8

24.0 X 25.0

11.0

5.0

11.0

7.0

7.0

13.5

16.5

11.5

12.0

7.5

8.0

20.0

16.0

10.0

12.0

6.0

12.0

12.0

12.0

12.0

9.0

12.0

12.0

12.0

12.0

9.0

12.0

12.0

80 AT 30cm

75 AT 10cm

95 AT 10cm

88 AT 10cm

90 AT 10cm

75 AT 100cm

100 AT 30cm

88 AT 10cm

75 AT 100cm

75 AT 30cm

82 AT 30cm

95 AT 30cm

85 AT 30cm

90 AT 10cm

3500

5000 +/- 1000

3600

3700

6800

3000

3400

3600

2700

2000

2600

3400

2800

3200

P

L

P

P

P

P

L

P

P

PT

P

P

L

P

70

70

71

70

71

70

72

72

71

73

73

69

73

72

*  L - Leadwire, P - PIN, PT - Plate

The information contained herein is believed to be correct, but no guarantee or warranty, express or implied,with respect to accuracy, completeness or results is extended and no liability is assumed. Laube Technology reserves the right to make changes in any specification, data or material contained herein.

 all dimensions are in mm

Top View

Side View

BLACK PINNORYL

Bottom View

5.8

8

17.9 10.5

39

20

4
4.8

M F G

2-Ø2.0

25.0

7.5

Model  No. 16PZ3200

Operating Voltage

Rated Voltage

Max. Rated Current

Min Sound Output

Frequency

Operating Temperature

Weight

4.5 ~ 15

9

15

95

3400±500

-20 ~ +70

1 1

( VDC )

( VDC )

( mA. )

( dBA/30cm )

( Hz. )

( °C )

( gm. )

IC : CD4049

M F

G

1000pF150K1.5M

REFERENCE CIRCUIT



The information contained herein is believed to be correct, but no guarantee or warranty, express or implied,with respect to accuracy, completeness or results is extended and no liability is assumed. Laube Technology reserves the right to make changes in any specification, data or material contained herein.

 all dimensions are in mm

Top View

Bottom View

 all dimensions are in mm

 all dimensions are in mm

Top View

Bottom View

GREY PINPBT

Side View

220K

2.2K

+VDC

270P

Terminal : 2

11

4

Ø22.5

0.6

2.5

2 :Metal dise

3 :Main
    electrode

1 :Feedback
120°

3-Ø1.0±0.2

Model  No.

Operating Voltage

Rated Voltage

Max Rated Current

Min Sound Output

Frequency

Operating Temperature

Weight

( VDC )

( VDC )

(mA.)

( dBA/100cm )

( Hz. )

( °C )

( gm. )

Top View

Side View

REFERENCE CIRCUIT

75PZ23350

3 ~ 24

12

15

80

3000±500

-20 ~ +70

1.7

Side View

GREY PINPBT

2 :Metal dise

3 :Main 1 :Feedback
    electrode

13.5

4

Ø28.5

0.5

3.75

120°

3-Ø1
+0.2
-0

Terminal : 2

Ø5.0

+12VDC

R2
220K

R3
5.6K

T
2SC2458Y

M F

E P

R1
560KΩ

Model  No.

Operating Voltage

Rated Voltage

Max Rated Current

Min Sound Output

Frequency

Operating Temperature

Weight

( VDC )

( VDC )

(mA.)

( dBA/100cm )

( Hz. )

( °C )

( gm. )

35PZ28300

3 ~ 24

12

30

75

3000±500

-20 ~ +70

3

REFERENCE CIRCUIT

BLACK LEADWIREABS

220K Ω 560 Ω

5.6K Ω Red

Blue

M F

BlackG

KTC-
3199
ß>200

0

+6VDC

5

120

Ø23

Ø33.5

3Ø2.4

Black
Blue
Red

5
1.4

Model  No. 41PZ23500Q

Operating Voltage

Rated Voltage

Max. Rated Current

Min Sound Output

Frequency

Operating Temperature

Weight

3 ~ 16

6

5

75

5000±1000

-20 ~ +60

2

( VDC )

( VDC )

( mA. )

( dBA/10cm )

( Hz. )

( °C )

( gm. )

REFERENCE CIRCUIT



The information contained herein is believed to be correct, but no guarantee or warranty, express or implied,with respect to accuracy, completeness or results is extended and no liability is assumed. Laube Technology reserves the right to make changes in any specification, data or material contained herein.

 all dimensions are in mm

Top View

Side View

 all dimensions are in mm

Top View

Side View

 all dimensions are in mm

Top View

Side View

Bottom View

Bottom View

Bottom View

BLACK PINPBT

+

-

R1

R2

9014

MF

G

10m

Ø26

3-Ø2.4

M

F

G

135° 125°

2.2

9.0

R4

45˚

8.511

Ø24

9.5

20.5
8.9

2.0

3.5

6

Model  No. 92PZ24360

Operating Voltage

Rated Voltage

Max. Rated Current

Min Sound Output

Frequency

Operating Temperature

Weight

3 ~ 28

12

10

95

3600±500

-20 ~ +60

4.5

( VDC )

( VDC )

( mA. )

( dBA/10cm )

( Hz. )

( °C )

( gm. )

REFERENCE CIRCUIT

8.5

8.5

BLACK PINPBT

220K

2.2K

+VDC

2
10
7

3.6
2

15

30

9

R17

130°
130°

Model  No.

Operating Voltage

Rated Voltage

Min Sound Output

Frequency

Operating Temperature

Weight

( VDC )

( VDC )

( dBA/100cm )

( Hz. )

( °C )

( gm. )

87PZ30270

1.5 ~ 24

12

75

2700±500

0 ~ +120

5

REFERENCE CIRCUIT

BLUE PINNYLON / PBT

120K Ω 300 Ω

9.1K Ω
M F

G

KTC-
3199
ß>200

0

+12VDC

2-Ø1.2

3-Ø3.5

8.54

M F G

Ø24.7

3-0.7

Model  No. 76PZ25370

Operating Voltage

Rated Voltage

Max. Rated Current

Min Sound Output

Frequency

Operating Temperature

Weight

3 ~ 24

12

20

88

3700±500

-20 ~ +70

2.5

( VDC )

( VDC )

( mA. )

( dBA/10cm )

( Hz. )

( °C )

( gm. )

76PZ25680

3 ~ 24

12

20

90

6800±500

-20 ~ +70

2.5

REFERENCE CIRCUIT



The information contained herein is believed to be correct, but no guarantee or warranty, express or implied,with respect to accuracy, completeness or results is extended and no liability is assumed. Laube Technology reserves the right to make changes in any specification, data or material contained herein.

 all dimensions are in mm

Top View

Side View

 all dimensions are in mm

 all dimensions are in mm

Top View

Side View

BLACK PINNORYL SE1

REFERENCE CIRCUIT

REFERENCE CIRCUIT

24

25

Ø0.6

5
5

6.5

10

10

100 470Ω
Q1

BC637

Model  No. 125PZ25320

3 ~ 20

12

20

90

3200±500

-20 ~ +110

3.5

( VDC )

( VDC )

( mA. )

( dBA/10cm )

( Hz. )

( °C )

( gm. )

Operating Voltage

Rated Voltage

Max. Rated Current

Min Sound Output

Frequency

Operating Temperature

Weight

BLACK PINNORYL SE1

Ø30.0

16.0

5.5

7

Ø0.82.0

9.0

G F M

1

M F

G

10

220K

2SC
3199G

12

Model  No. 124PZ30360

Operating Voltage

Rated Voltage

Max. Rated Current

Min Sound Output

Frequency

Operating Temperature

Weight

3 ~ 20

12

10

88

3600±500

-30 ~ +70

5

( VDC )

( VDC )

( mA. )

( dBA/10cm )

( Hz. )

( °C )

( gm. )

Top View

Side View

Bottom View

IVORY LEADWIREABS

Ø26

16.5
9

Ø29

Ø29.7

330pF

330pF

1KΩ

5v
9V DV47µF

1KΩ

1C:CD4049

8050
ß  200

40

2 - Ø2

5

Model  No. 102PZ30340

REFERENCE CIRCUIT

3 ~ 28

9

180

100

3400±500

-20 ~ +60

8

( VDC )

( VDC )

( mA. )

( dBA/30cm )

( Hz. )

( °C )

( gm. )

Operating Voltage

Rated Voltage

Max. Rated Current

Min Sound Output

Frequency

Operating Temperature

Weight



The information contained herein is believed to be correct, but no guarantee or warranty, express or implied,with respect to accuracy, completeness or results is extended and no liability is assumed. Laube Technology reserves the right to make changes in any specification, data or material contained herein.

 all dimensions are in mm

Top View

 all dimensions are in mm

Top View

Side View

 all dimensions are in mm

Top View

Side View

BLACK PLATEPPO

30° 30°

M G

F

3-18.3

Ø33

4
7.5

2

22KΩ

+12VDC

200

M

47kΩ

F

1kΩ

GC1815
ß>200

Model  No. 149PZ33200

Operating Voltage

Rated Voltage

Max. Rated Current

Min Sound Output

Frequency

Operating Temperature

Weight

3 ~ 24

12

8

75

2000±500

-20 ~ +80

5

( VDC )

( VDC )

( mA. )

( dBA/30cm )

( Hz. )

( °C )

( gm. )

REFERENCE CIRCUIT

BLACK LEADWIREABS

16

5

60

5

Ø41.8
50

Ø3.4

10

130

5.6KΩ

+6VDC

200

M F

G OBlack

22KΩ 560Ω

Red

KTC3199
ß>200

Model  No. 148PZ42280

Operating Voltage

Rated Voltage

Max. Rated Current

Min Sound Output

Frequency

Operating Temperature

Weight

3 ~ 24

12

8

85

2800±500

-20 ~ +60

10

( VDC )

( VDC )

( mA. )

( dBA/30cm )

( Hz. )

( °C )

( gm. )

REFERENCE CIRCUIT

BLACK PINPBT

120°
120°

14.2�

4
3-Ø0.6

33.5�

8

22KΩ

+12VDC

200

M

47kΩ

F

1kΩ

GC1815
ß>200

Model  No. 145PZ33260

Operating Voltage

Rated Voltage

Max. Rated Current

Min Sound Output

Frequency

Operating Temperature

Weight

6 ~ 30

12

8

82

2600±500

-20 ~ +70

5

( VDC )

( VDC )

( mA. )

( dBA/30cm )

( Hz. )

( °C )

( gm. ) Bottom View

Side View

REFERENCE CIRCUIT


