
DB Products  was created in 1976 with one mission in mind - To deliver competitive products that exceed customers ' expectations.

 Providing acoustic devices, from primitive mechanical UL horns, magnetic buzzer, piezo buzzer , speaker and receiver  to

high -tech SMD type sounder for customers in over 50 countries worldwide.  DB has also been certified by ISO9002 & ISO14001.

 DB prides itself as a global leading expert in acoustic field.  Now, DB has an over 4000 employees company in full function of

design, development, manufacture and sales.  Our R  & D team ceaselessly develops innovative products  in a timely fashion,

accounting for an average yearly introduction of  300 new products entries. SMD condenser mic and 2 in 1 (Speaker + Receiver)

are our new items in this year.  Aside from our strong R & D staff, DB also has a well-trained and experienced sales team ready

to listen and understand your requirements.  Our sales people are committed to work and assist you achieve your goals.

2 in1

Note Book
Speaker

Mobile Phones, Cordless Phones, Cord Phones, Satellite

Receivers, Pagers. Household Appliances, Microwave

Ovens, Timers, Calculators,Electronic Registers, POS

Copying Machines, Fax Machines, PDAs, Notebooks,

Modems, Motherboards,Keyboards, Automobile Safety

Systems. Alarm Clock, various kinds of Alarms and UPS.
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The information contained herein is believed to be correct, but no guarantee or warranty, express or implied,with respect to accuracy, completeness or results is extended and no liability is assumed. Laube Technology reserves the right to make changes in any specification, data or material contained herein.
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M15I A080008C

800

ƒo - 20000

0.25

0.5

72 ± 3

8

 1.7

Ø 15

1.1

4.2

Ø 9.6
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2.5
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Impedance

Weight

Ø 20

1.2
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