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SPECIFICATION 
FOR APPRONAL

Customer :

Product Name : Piezo Buzzer(Self-drive)

 

Drawing No. : VS20200901011

Si f V i

Model Name : VSI4216LPF

Signature of Voise

Approved by Checkde by Issued by Date

1. General

3 1 O t Di t 42:

:

:

mm

3.3  Weight 13 ±3g

3.4  Operating Temperature range:-30~+80℃  without loss of function

3.5  Store Temperature range: -40~+85℃   without loss of function

3.1  Out-Diameter 42 mm

3.2  Height 16
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2.  Electrical and Acoustic Characteristics.

No

1 Rated Voltage

Items Specification

12V DC

Test condition : 15 ~ 35 ℃, 25% ~ 85% RH, 860~1060 mbar

3-20 DCWorking Voltage

20mA/12VDC

1 Rated Voltage 12V DC

2

4

Tone Nature

Min Sound Preesure Level

6

5 Resonant Frequency 2.8±0.5KHz

Pulse Fast(200-220 pulses per minute )

90dB/12VDC/30cm

3 Max Rated Current

PBT/Black

3. Dimensions

7 Housing Material/Color

QC
PASSED
12V DC

VSI4216LPF

UL1007/28# Red UL1007/28# Black

QC
PASSED
12V DC

VSI4216LPF

UL1007/28# Red UL1007/28# Black

QC
PASSED
12V DC

Tolerance

UNIT :  mm

:  ±1.5

FIRST ANGLE PROJECTION

VSI4216LPF

UL1007/28# Red UL1007/28# Black

QC
PASSED
12V DC
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