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1. Scope

This product specification is applied to the Magnetic Buzzer in alarm systems.Please
contact us when using this product for any other applications than described in the above.

KNS A T A e 2 L R HIAE RS AR B 1) IS SR T, W SRR
2 i e, TS ERATHAERECR

2. General

2.1 Out-Diameter : @12mm
Az @12mm

2.2 Height © 9.5mm
iR 9.5 mm

2.3 Weight o 2g.
A 27

2.4 Operating Temperature range:
-20~+70°C without loss of function
TARILE: -20~+70°C
Store Temperature range:
-30~+80C without loss of function
it % : -30~+80°C
2.5 According to the No.7 of RoHS Exemptions,lead-based solder alloys
containing 85 % by weight or more lead(Sn10Pb90)
AR "W RoHS $i - G 45 "S5 7 4 WE T 1 B 2 B 1 85% B i 5 < M5Bk
(Sn10Pb90)

3. Electrical and Acoustic Characteristics.
Test condition : 15 ~35 C, 25% ~ 85% RH, 860~1060 mbar
MR &AE: 15~35 C, 25%~85%RH , 860~1060mbar
ltems Specification
i H g
Rated Voltage
e 9 24\VDC
Operating Voltage 20~27VDC
TAEH R

3 I:/Iai.Ra}ted Current 40mA/24VDC
BIE HLL
Resonant Frequency 2 4+ 0.3KH
. 410. z
T wemEs
5 I:/Iirl;slgund Pressure Level 90dB/24VDC/10cm
BE 75 s
Tone Nature
6 i

Case Material/Color
7 s b i PBT/BLACK

Continuous (H )
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4. Reliability Test

After test(1~7item), the Buzzer S.P.L . difference shall be within + 10dB,Frequency

difference shall be within +0.5KHz. and the appearance not exist any change to be harmful
to normal operation(e.g. cracks,rusts,damages and especially distortion).

E1-700RK 5, W28 107 ARG EAEL 10dBZ Y, SR AR AE +

0.5KHZZ . AN (Bhn: JFR. A4h. Fifi. ZRBERZR) .

ltem

Specification

High Temperature
Test

e 1

After being woked in a chamber with +70+2 °C for 2h and
then being placed in natural condition for 2h, sounder shall be
measured.

R BT +70£2 CRERART, JeTAE 200, RJSAEIENR
KAESM T 2/ 5, HEAT I

Low Temperature

First being worked in a chamber with -20+2 C for 2h and
then being placed in a chamber with -20+ 2 “C for 16h, finally
being placed in natural condtion for 2h, sounder shall be

Test

measured.

fiR B $47 BT 2022 CRIBHIT, SETAE /NN, FLE 16/,
SRIGHEIE T KRS TR 2/h I 5, REAT I

After being placed in a chamber with 90 to 95%R.H. at +40+ 2
o C for 2 h and then being placed in natural condition for 2h
Humidity Test sounder shall be measured.
LRTAR A =i B TR 90~95%R.H, /% k40 2° CIRERA T 2/

I, SR AEIE R KRS P RE 2/h s, AT

Thermal Shock
Test

Al g

After being worked in a chamber at +704-2 °C for 1 hour,
then sounder shall be placed in a chamber at -20+2 °C for 1
hour(1 cycle is the below diagram).

After 6 above cycles, sounder shall be measured after being
placed in natural condition for 1 hour.

B E T 7022 CRIA T, e TAEUNN, RG> mE T
20+ 2 CRIGHE, FHLAE1/M, Zid6MEHRE, EIEHE KRS
FEAAE R AN, BEAT I

20 Sec.
+70 C ] /
1 hour 1 hour
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4. Reliability Test
ltem Specification
o Sounder shall be measured after being applied vibration of
leratlon amplitude of 1.5mm with 10 to 30Hz band of vibration frequency
5 Resistance to each of 3 perpendicular directions for 2 hour.
AR Pl A1 .5‘m/nj‘, B A 10~30Hz, = ARV 7 25 4R 50 27)N
I, kg E AT I
Sounder packed in the carton are dropped in six direction
6 Drop Test from the height of 80cm to the concrete floor.
e Pk e BE80 cm, 6/ AN [ 7 1) REAR K v 2KV L, G e BEAT I
/RSP A =
Lead terminals are immersed in rosin for 5 seconds and then
. Solderability immersed in solder bath of +260+5° C for 3+ 0.5 seconds.
PR EEHNR AT BED, ARG RN +260+ 5° CI¥IE Y 113+ 0550,
T 90 i FE G WS
Terminal The force 10 seconds of 9.8N is applied go each terminal in
o Strength Pulling axial direction.
et o AL N &2 9.8NHL Ty, L I TAI 10D, it Joha sl A0 i % 45
W4
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5. Measurement Block Diagram & Response curve

DC Power Supply Multimeter
JERT YA JT AR
_ " + _
Fregnency Counter
pES
Buzzer
58 Sound Meter
e it
10cm E
A\
/
100dB 50mA
) o
90 40mA
I | —
L —]
80 — 30mA
20 24 28VDC
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6. Structure
6
3
2
5
1
5 Case
PN 1 PBT
T Core
F
5 T 8 1 °
4 ;‘% 1 QANR
Magnetic ring
8 ) 1 —
PCB with pin
2 1 P EN IR 1 —
Diaphragm
1 BU ! -
Part Name i SGS
No. = QTY M;;j;al o
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7. Dimensions

D12-0.2
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waterproof seal

FIRST ANGLE PROJECTION

= &

DAPG1224X
:}\
Golden red
UNIT : mm
Tolerance : +0.5
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8. Packing

QTY: 500Pcs

QTY: 100Pcs

QTY: 6000Pcs
425x400x315

http://www.chinaacoustic.com

Ningbo Kepo Electronics Co.,Ltd.



Specification for Magnetic Buzzer Page 10/10
Revision No. 1.1
Model No. : DAPG1224X-4425 DrawingNo. | OEM4425R
9. Revision
Rev. DATE PAGE DESCRIPTION SIGN

No.
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