
 

 

CUF-715ELA / Ever Lubricate bearing (Long Life bearing) 

CUF-715CA / One Ball 

CUF-715BA / Two Ball 

CUF-715SA / Sleeve 
 

 

 

• 100%copper fold fin heat sink powerful heat dissipation 

design 

• Special and only one golden fan blade and smart finger 

guard is good for looking. 

• Easy installation design 
 

 

 

QTY: @ 40 pcs 

N.W.: @ 14.7 kg 

G.W.: @ 17.7 kg 

MEAST: @ 1.29' 

CTN Size: 49.5×40×18.5 cm 
 

 

  

 

•Intel : Pentium III ~ 1.4 GHz (FC-PGA2)  

Pentium III ~ 1.13 GHz (FC-PGA) 

Celeron ~ 1.4 GHz (FC-PGA) 

•AMD : Duron ~ 1.8 GHz (Morgan)  

Athlon XP ~ 2700+ (Thoroughbred) 

Athlon XP ~ 2100+ (Palomino) 

Athlon XP ~ 3200+ (Barton)  

Athlon MP ~ 2800+ (Thoroughbred) 

Athlon ~ 1.4 GHz (Thunderbird) 
 

 

 

Overall Dimension : 85.6 X 70 X 54 mm 

DC Fan Size : 70 X 70 X 15 mm 

Base Material : Copper 

Bearing Type : SA/CA/BA/ELA 

Speed : 3500±10% RPM 

Noise Level : <30 dBA 

Max Air flow : 27.96 CFM 

Rated Voltage : 12 V 

Weight : 345 g 
 

 

 


