
JFGA:  AXIAL LEAD, METALLIZED POLYESTER FI LM CAPACITOR – CYCLOI DAL

FEATURES

Ø JFGA is const ructed with metallized polyester  f ilm  as m edium  and elect ricode, wrapped and sealed with f lam e- retardant  plast ic and

epoxy resin. With high reliabilit y, high tem perature- resistance, sm all volum e, large capacity and good self-healing property.

Ø Mainly used in inst rument s and the DC & AC circu it of the household equipment and the fract ional frequency circuit of acoust ics system.

SPECI FI CATI ONS

Operat ing Tem perature -40℃~  + 105℃

Rated Voltage 100V, 250V, 400V, 630V.DC

Withstand Voltage 1.6UR 2s (1.5UR 5s)

Capacitance Range 0.033 ~  68μF

Capacitance Tolerance ±5% , ±10%

Insulat ion Resistance C≤0.33μF   VR≤100V(10V)≥7500MΩ
VR> 100V ≥15000 MΩ

C> 0.33μF  VR≤100V(10V)≥2500S

VR> 100V ≥5000S

Dissipat ion Factor C< 1μF ≤0.013     10KHz

1μF< C≤10μF ≤0.008     1KHz

C> 10μF ≤0.010     1KHz

DRAW I NG

STANDARD SI ZE ( m m )

VDC

Mfd

1 0 0 VDC 2 5 0 VDC 4 0 0 VDC 6 3 0 VDC

L D d L D d L D d L D d

3 3 3 0 .0 3 3 - - - - - - - - - - - - - - - - 15.5 7.0 0.6

4 7 3 0 .0 4 7 - - - - - - - - - - - - 20.0 6.0 0.6 20.5 7.5 0.6

6 8 3 0 .0 6 8 - - - - - - - - - - - - 20.0 6.5 0.6 20.5 8.5 0.8

1 0 4 0 .1 15.0 6.5 0.6 15.0 6.5 0.6 20.0 7.5 0.6 20.5 8.0 0.6

2 2 4 0 .2 2 15.0 6.5 0.6 15.0 6.5 0.6 20.0 9.5 0.8 25.0 11.5 0.8

3 3 4 0 .3 3 15.0 8.0 0.6 20.0 7.5 0.6 20.5 9.5 0.8 26.0 9.5 0.8

4 7 4 0 .4 7 20.0 7.0 0.6 20.0 8.5 0.8 26.0 9.0 0.8 31.0 14.0 0.8

6 8 4 0 .6 8 20.0 7.5 0.6 20.0 10.0 0.8 26.0 10.5 0.8 32.0 11.5 0.8

1 0 5 1 .0 20.0 9.0 0.8 25.0 10.0 0.8 31.0 14.0 0.8 32.0 14.5 0.8

2 2 5 2 .2 25.0 11.0 0.8 31.0 12.0 0.8 37.5 14.5 0.8 37.5 17.5 0.8

3 3 5 3 .3 25.0 14.0 0.8 31.0 14.5 0.8 37.5 17.5 0.8 47.5 19.0 0.8

4 7 5 4 .7 31.0 13.5 0.8 31.0 17.5 0.8 37.5 20.0 1.0 47.5 22.0 1.0

5 6 5 5 .6 31.0 15.0 0.8 31.0 19.5 0.8 47.0 17.0 0.8 57.5 21.0 1.0

6 8 5 6 .8 31.0 16.0 0.8 46.0 16.0 0.8 57.5 18.5 0.8 57.5 23.0 1.0

8 2 5 8 .2 31.0 17.5 0.8 46.0 17.5 0.8 57.5 20.0 1.0 57.5 25.0 1.0

1 0 6 1 0 .0 31.0 19.0 0.8 46.0 19.5 0.8 57.5 22.5 1.0 57.5 27.5 1.0

1 5 6 1 5 .0 46.0 18.0 0.8 46.0 24.0 1.0 57.5 26.5 1.0 67.5 30.0 1.0

2 2 6 2 2 .0 46.0 22.0 1.0 46.0 29.0 1.0 57.5 31.5 1.0 - - - - - -

3 3 6 3 3 .0 56.0 23.5 1.0 56.0 30.0 1.0 - - - - - - - - - - - -

4 7 6 4 7 .0 56.0 29.0 1.0 58.0 37.0 1.0 - - - - - - - - - - - -

6 8 6 6 8 .0 58.0 33.0 1.0 61.0 41.0 1.0 - - - - - - - - - - - -
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JFGB:  AXI AL LEAD, METALLI ZED POLYESTER FI LM CAPACI TOR – FLAT OVAL SHAPE

FEATURES

Ø JFGB is const ructed with metallized polyester  f ilm  as m edium  and elect ricode, wrapped and sealed with f lam e- retardant  plast ic and

epoxy resin. With high reliabilit y, high tem perature- resistance, sm all volum e, large capacity and good self-healing property.

Ø Mainly used in inst rument s and the DC & AC circu it of the household equipment and the fract ional frequency circuit of acoust ics system.

SPECI FI CATI ONS

Operat ing Tem perature -40℃~  + 105℃

Rated Voltage 100V, 250V, 400V, 630V.DC

Withstand Voltage 1.6UR 2s (1.5UR 5s)

Capacitance Range 0.01 ~  68μF

Capacitance Tolerance ±5% , ±10%

Insulat ion Resistance C≤0.33μF   VR≤100V(10V)≥7500MΩ
VR> 100V ≥15000 MΩ

C> 0.33μF  VR≤100V(10V)≥2500S

VR> 100V ≥5000S

Dissipat ion Factor C≤1μF ≤0.013     10KHz

1μF< C≤10μF ≤0.008     1KHz

C> 10μF ≤0.010     1KHz

DRAW I NG

STANDARD SI ZE ( m m )

VDC

Mfd

1 0 0 VDC 2 5 0 VDC 4 0 0 VDC 6 3 0 VDC

L T H d L T H d L T H d L T H d

1 0 3 0 .0 1 15.0 5.0 8.0 0.6 15.0 5.0 8.0 0.6 15.0 5.0 8.0 0.6 15.0 5.0 8.0 0.6

2 2 3 0 .0 2 2 15.0 5.0 8.5 0.6 15.0 5.0 8.5 0.6 15.0 5.0 8.5 0.6 15.0 5.0 8.5 0.6

3 3 3 0 .0 3 3 15.0 5.0 8.5 0.6 15.0 5.0 8.5 0.6 15.0 5.0 8.5 0.6 20.0 5.0 9.0 0.6

4 7 3 0 .0 4 7 15.0 5.0 8.5 0.6 15.0 5.0 8.5 0.6 15.0 5.0 8.5 0.6 20.0 5.0 9.0 0.6

6 8 3 0 .0 6 8 15.0 5.0 8.5 0.6 15.0 5.0 8.5 0.6 20.0 5.0 8.5 0.6 20.0 6.0 11.0 0.6

1 0 4 0 .1 15.0 5.0 8.5 0.6 15.0 5.0 8.5 0.6 20.0 5.0 8.5 0.6 15.5 7.0 10.5 0.6

2 2 4 0 .2 2 15.0 5.0 8.5 0.6 20.0 5.0 9.0 0.6 15.5 7.5 11.5 0.6 20.5 7.5 11.5 0.6

3 3 4 0 .3 3 15.0 5.0 9.0 0.6 15.5 7.0 11.0 0.6 20.5 6.5 11.5 0.6 20.5 8.0 14.5 0.6

4 7 4 0 .4 7 15.5 6.0 10.0 0.6 15.5 8.5 13.0 0.8 26.0 6.5 11.0 0.6 26.0 7.5 15.5 0.6

6 8 4 0 .6 8 20.0 5.0 9.0 0.6 20.5 7.5 12.0 0.6 26.0 7.5 12.5 0.6 32.0 8.0 16.0 0.6

1 0 5 1 .0 20.0 7.0 11.0 0.6 25.0 7.0 12.0 0.6 32.0 7.5 14.0 0.6 32.0 9.5 18.5 0.8

2 2 5 2 .2 25.0 8.0 12.0 0.6 26.0 11.5 15.5 0.8 37.5 10.5 17.0 0.8 37.5 13.5 21.5 1.0

3 3 5 3 .3 25.0 9.5 16.0 0.8 26.0 14.0 18.5 0.8 37.5 13.0 20.5 1.0 47.5 17.0 26.5 1.0

4 0 5 4 .0 31.0 8.0 15.0 0.6 32.0 13.5 18.0 0.8 37.5 14.0 22.0 1.0 47.5 15.5 23.5 1.0

4 7 5 4 .7 31.0 9.0 15.5 0.8 32.0 13.5 19.5 0.8 37.5 15.0 24.5 1.0 47.5 17.5 25.0 1.0

5 6 5 5 .6 31.0 10.0 17.0 0.8 32.0 15.0 21.0 1.0 47.5 13.5 23.0 1.0 57.5 16.5 24.5 1.0

6 8 5 6 .8 31.0 11.0 18.5 0.8 37.5 14.0 22.0 1.0 57.5 13.0 22.5 1.0 57.5 18.5 26.5 1.0

8 2 5 8 .2 31.0 12.5 19.0 0.8 37.5 15.5 23.5 1.0 57.5 14.5 24.0 1.0 57.5 20.5 28.5 1.0

1 0 6 1 0 .0 31.0 14.5 21.0 1.0 37.5 16.5 26.5 1.0 57.5 16.0 27.0 1.0 57.5 23.0 30.5 1.0

1 5 6 1 5 .0 46.0 15.0 22.0 1.0 47.5 17.5 27.0 1.0 57.5 20.0 31.0 1.0 57.5 27.0 37.0 1.0

2 2 6 2 2 .0 46.0 17.5 25.0 1.0 47.5 22.0 33.0 1.0 67.5 22.0 33.0 1.0 - - - - - - - -

3 3 6 3 3 .0 56.0 19.0 27.0 1.0 57.5 23.5 34.5 1.0 - - - - - - - - - - - - - - - -

4 7 6 4 7 .0 56.0 24.5 31.0 1.0 56.0 32.0 39.0 1.0 - - - - - - - - - - - - - - - -

6 8 6 6 8 .0 56.0 29.0 35.0 1.0 61.0 37.5 45.0 1.0 - - - - - - - - - - - - - - - -
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JFGC:  AXI AL LEAD, METALLI ZED POLYPROPYLENE FI LM CAPACI TOR -  CYCLOI DAL

FEATURES

Ø JFGC is const ructed with m etallized polypropy lene film  as m edium  and elect r icode, wrapped and sealed with f lam e- retardant  plast ic and

epoxy resin. With high reliabilit y, high tem perature- resistance, sm all volum e, large capacity and good self-healing property.

Ø Mainly used in inst rument s and the DC & AC circu it of the household equipment and the fract ional frequency circuit of acoust ics system.

SPECI FI CATI ONS

Operat ing Tem perature -55℃~  + 100℃

Rated Voltage 250V, 400V, 630V, 1000V, 1250V.DC

Withstand Voltage 1.7UR 2s (1.5UR 5s)

Capacitance Range 0.047 ~  56μF

Capacitance Tolerance ±5% , ±10%

Insulat ion Resistance C≤0.33μF ≥50000MΩ
C> 0.33μF ≥15000S

Dissipat ion Factor
C< 0.1μF ≤0.0015     10KHz

0.1μF< C≤1μF ≤0.0020    10KHz

1μF< C≤4.7μF ≤0.0030     10KHz

C> 4.7μF ≤0.0015     1KHz

DRAW I NG

STANDARD SI ZE ( m m )

VDC

Mfd

2 5 0 VDC 4 0 0 VDC 6 3 0 VDC 1 0 0 0 VDC 1 2 5 0 VDC

L D d L D d L D d L D d L D d

4 7 3 0 .0 4 7 15.0 7.0 0.6 15.0 7.0 0.6 15.5 8.0 0.8 20.5 9.0 0.8 26.0 9.0 0.8

6 8 3 0 .0 6 8 15.0 7.5 0.6 20.0 10.5 0.8 15.5 9.0 0.8 26.0 9.0 0.8 26.0 10.5 0.8

1 0 4 0 .1 15.0 6.0 0.6 15.5 7.0 0.8 25.0 10.0 0.8 26.0 10.0 0.8 32.0 11.5 0.8

2 2 4 0 .2 2 15.5 8.0 0.6 15.5 9.0 0.8 20.5 12.0 0.8 26.0 14.0 0.8 32.0 15.5 0.8

3 3 4 0 .3 3 20.5 7.5 0.6 20.5 8.5 0.8 26.0 12.0 0.8 32.0 15.0 0.8 37.0 16.5 0.8

4 7 4 0 .4 7 29.0 8.5 0.8 20.5 9.5 0.8 26.0 13.5 0.8 37.0 16.0 0.8 37.0 19.0 0.8

6 8 4 0 .6 8 20.5 10.0 0.8 26.0 10.0 0.8 26.0 16.0 0.8 37.0 18.5 0.8 48.0 20.0 1.0

1 0 5 1 .0 20.5 12.0 0.8 26.0 12.0 0.8 32.0 16.5 0.8 48.0 19.0 0.8 48.0 23.5 1.0

2 2 5 2 .2 26.0 14.5 0.8 32.0 14.5 0.8 37.0 21.5 1.0 58.0 24.5 1.0 58.0 30.0 1.0

3 3 5 3 .3 26.0 17.0 0.8 32.0 17.5 0.8 37.0 26.0 1.0 58.0 29.0 1.0 68.0 33.5 1.0

4 0 5 4 .0 26.0 18.5 0.8 37.0 17.0 0.8 48.0 24.5 1.0 68.0 29.0 1.0 - - - - - -

4 7 5 4 .7 32.0 17.5 0.8 37.0 18.5 0.8 48.0 26.5 1.0 68.0 31.5 1.0 - - - - - -

5 6 5 5 .6 37.0 17.0 0.8 37.0 20.0 1.0 58.0 25.5 1.0 68.0 34.5 1.0 - - - - - -

6 8 5 6 .8 37.0 18.5 0.8 48.0 19.0 0.8 58.0 28.0 1.0 - - - - - - - - - - - -

8 2 5 8 .2 48.0 17.5 0.8 48.0 20.5 1.0 68.0 27.5 1.0 - - - - - - - - - - - -

1 0 6 1 0 .0 48.0 19.0 0.8 48.0 23.0 1.0 68.0 30.5 1.0 - - - - - - - - - - - -

1 5 6 1 5 .0 58.0 20.5 1.0 58.0 24.5 1.0 - - - - - - - - - - - - - - - - - -

2 2 6 2 2 .0 58.0 25.0 1.0 58.0 29.0 1.0 - - - - - - - - - - - - - - - - - -

3 0 6 3 0 .0 58.0 29.0 1.0 68.0 30.5 1.0 - - - - - - - - - - - - - - - - - -

3 3 6 3 3 .0 68.0 27.5 1.0 68.0 32.5 1.0 - - - - - - - - - - - - - - - - - -

3 9 6 3 9 .0 68.0 29.5 1.0 68.0 35.0 1.0 - - - - - - - - - - - - - - - - - -

4 7 6 4 7 .0 68.0 33.0 1.0 - - - - - - - - - - - - - - - - - - - - - - - -

5 6 6 5 6 .0 68.0 35.5 1.0 - - - - - - - - - - - - - - - - - - - - - - - -
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JFGD:  AXI AL LEAD, METALLI ZED POLYPROPYLENE FILM CAPACITOR – FLAT OVAL SHAPE

FEATURES

Ø JFGD is const ructed with m etallized polypropylene film  as m edium  and elect r icode, wrapped and sealed with flam e- retardant  plast ic and

epoxy resin. With high reliabilit y, high tem perature- resistance, sm all volum e, large capacity and good self-healing property.

Ø Mainly used in inst rument s and the DC & AC circu it of the household equipment and the fract ional frequency circuit of acoust ics system.

SPECI FI CATI ONS

Operat ing Tem perature -55℃~  + 100℃

Rated Voltage 250V, 400V, 630V, 1000V, 1250V.DC

Withstand Voltage 1.7UR 2s (1.5UR 5s)

Capacitance Range 0.022 ~  47μF

Capacitance Tolerance ±5% , ±10%

Insulat ion Resistance C≤0.33μF ≥50000MΩ
C> 0.33μF ≥15000S

Dissipat ion Factor
C≤0.1μF ≤0.0015     10KHz

0.1μF< C≤1μF ≤0.0020    10KHz

1μF< C≤4.7μF ≤0.0030     10KHz

C> 4.7μF ≤0.0015     1KHz

DRAW I NG

STANDARD SI ZE ( m m )

VDC

Mfd

2 5 0 VDC 4 0 0 VDC 6 3 0 VDC 1 0 0 0 VDC 1 2 5 0 VDC

L T H d L T H d L T H d L T H d L T H d

2 2 3 0 .0 2 2 - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 15.5 7.5 10.5 0.6

3 3 3 0 .0 3 3 - - - - - - - - - - - - - - - - - - - - - - - - 15.5 7.0 10 0.6 20.5 6.5 9.5 0.6

4 7 3 0 .0 4 7 - - - - - - - - - - - - - - - - - - - - - - - - 15.5 8.5 12 0.8 20.5 7.5 12 0.6

6 8 3 0 .0 6 8 - - - - - - - - - - - - - - - - - - - - - - - - 20.5 7.0 11.5 0.6 26 7.0 13 0.6

1 0 4 0 .1 15 5.0 8.0 0.6 20 7.0 10.5 0.6 25 6.5 13 0.6 26 7.0 11.5 0.6 26 8.5 14.5 0.8

2 2 4 0 .2 2 20 5.0 9.0 0.6 15.5 6.5 10.5 0.6 15.5 12.0 16 0.8 26 10.0 16 0.8 32 10.5 18 0.8

3 3 4 0 .3 3 15.5 7.0 10.5 0.6 15.5 9.0 13.0 0.6 20.5 10.5 15 0.8 32 10.0 17.5 0.8 37.5 11.5 20 0.8

4 7 4 0 .4 7 15.5 8.5 12.5 0.8 21.0 9.0 14.0 0.6 20.5 13.0 17 0.8 37.5 10.5 19.5 0.8 47.5 10.5 21 0.8

6 8 4 0 .6 8 20.5 6.8 12.0 0.6 21.0 10.0 14.0 0.8 26 12.0 18 0.8 47.5 10.0 20.5 0.8 57.5 11.5 23.5 0.8

1 0 5 1 .0 20.5 8.5 13.5 0.8 26 9.0 13.0 0.8 26 15.0 20.5 1.0 57.5 10.5 23 0.8 67.5 12.5 25 1.0

2 2 5 2 .2 31 11.0 17.5 0.8 32 11.5 16.0 0.8 32 18.5 26.5 1.0 67.5 15.5 27.5 1.0 67.5 20.0 32.5 1.0

3 3 5 3 .3 32 11.5 17.5 0.8 32 13.5 19.5 0.8 32 23.0 32.5 1.0 67.5 19.5 31.5 1.0 67.5 20.0 32.5 1.0

4 7 5 4 .7 31 16.5 22.5 1.0 37.5 15.0 22.0 1.0 37.5 24.0 35 1.0 67.5 24.0 36.5 1.0 - - - - - - - -

5 6 5 5 .6 37.5 13.0 20.5 1.0 47.5 14.5 21.0 0.8 47.5 21.0 34 1.0 - - - - - - - - - - - - - - - -

6 8 5 6 .8 47.5 11.0 20.5 0.8 47.5 15.0 23.0 1.0 57.5 20.5 33.5 1.0 - - - - - - - - - - - - - - - -

8 2 5 8 .2 47.5 12.5 22.0 1.0 57.5 14.0 22.0 1.0 57.5 23.0 35.5 1.0 - - - - - - - - - - - - - - - -

1 0 6 1 0 .0 47.5 15.0 23.5 1.0 57.5 14.5 24.5 1.0 67.5 23.0 35.5 1.0 - - - - - - - - - - - - - - - -

1 5 6 1 5 .0 57.5 14.5 26.0 1.0 67.5 16.0 27.0 1.0 - - - - - - - - - - - - - - - - - - - - - - - -

2 2 6 2 2 .0 57.5 18.5 29.5 1.0 67.5 19.0 32.5 1.0 - - - - - - - - - - - - - - - - - - - - - - - -

3 0 6 3 0 .0 67.5 19.0 32.0 1.0 67.5 23.5 36.0 1.0 - - - - - - - - - - - - - - - - - - - - - - - -

3 3 6 3 3 .0 67.5 20.0 33.5 1.0 67.5 24.5 37.5 1.0 - - - - - - - - - - - - - - - - - - - - - - - -

4 7 6 4 7 .0 67.5 26.0 38.0 1.0 - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -
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