J7H - U5% (Guangzhou Jinyuyang)

Ultrasonic Transducer Specification
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FEEBIS (Product Model):  JRP8-@38X@315X5

1.
2. R =T (Appearance Size): ®38X®15X5mm
3. HMBESH (Electrical specification):

Fs e lem FREE
No. Standard Value
1 TEHRINER (Fr) Resonant frequency(Khz) 44%2.0
2 ESHEE CT Static Capacitance (pF) 1800+10%
3 EHEEH 433 Piezoelectric charge Constant(pc/N) 230+15%
4 rEIRFE tzv (%) Dielectric Loss tgv (%) <0.3%
5 A G B E 2 (Qm) Mechanical quality factors 1000
6 EBFSME DI (mm) Piezoelectric External Diameter D1(mm) 38+0.10
7 FEEHAAZE D2 (mm)  Piezoelectric internal Diameter D2(mm) 15+0.10
8 EEAFEE T (mm) Piezoelectric Disc Thickness T(mm) 5+0.05

4. R~r#a5pM (Dimension and Appearance) , Unit(mm)
1) 43 R~F(Dimensions)
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2) PR (Appearance Requirements)
@® ®BRELEBAEEE. BiRfks
There is no obvious ceramic revealed, abrasion or scratches on the electrode surface.
@ FTRE. BBMRYFS
The ceramic disc looks complete without crack

5. trEELEE (Package)

Qty/Carton Carton Size G.W. N.W.
400pcs 29X29.5X24CM 15.00kg 13.80kg
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