] M &5 Jinyuyang (GZ)

Ultrasonic Transducer Specification
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1.4h % (Name): [ HL P %5 [7] 1 (Piezo electric Disc)

277 RS (PND: JYY-010x1.0-P4
3. 88l (Ceramic Material): _PZT-41
4 V£ 8¢ 2% (Electrical specification):

)514

e L: ¥ A B # X (Test condition):
Item Unit Standard T=22°C A5 10 KWK
FEEIRIE (Fs) ERGENEE A ‘
41@19%}&» # (Fs KHy 530420 F CNEEAVIRIE I
Radial resonant frequency (Fs) impedance analyzer
IERAR (FO) H L BE T BT £
J%’lﬂtéﬂ&»i Miz 20402 fEEK LA
Thickness resonant frequency (Ft) impedance analyzer
wE (Co) 7 HMF At 1000HZ/1V
BRER pF 7708150 | SLTHEBT At 1000Hz
Static capacitance (C0) Digital Electric Bridge At 1000Hz/1V
AFE  (tgd) o “03 B HIFF At 1000HZ/1V
dielectrin loss  (tgd) ° - Digital Electric Bridge At 1000Hz/1V
BUBIE S REKp) 05y | ML
Electrical-mechanical coupling coefficient (Kp) - impedance analyzer
5.4 ~F (Appearance and dimensions):
1£0.05

¢10£0.10

Remark: This specification is subject to change without prior notice.

6.2 (Package):
Qty/Carton Carton Size (cm) G.W.(Kg) N.W.(Kg)
18000pcs 28*22*30cm 11.20 10.00

2019-08-30



