] M &5 Jinyuyang (GZ)

Ultrasonic Transducer Specification

B

1.4 (Name): JE Hi P &[5 i (Piezo electric Disc)

B B R

)JIA

277 S (PND: JYY-05%0.5-P4
3.8k} (Ceramic Material):
4 M 5854 (Electrical specification):

PZT-41

B 1:X{v2 T 3 WK %14 (Test condition):
Item Unit Standard T=22°C #%At)5 10 RAHA
Fe 1 EIRIE (Fs) I H B BT
41@ EIRIFE (Fs Ky 458415 f%ﬁ i Hrix
Radial resonant frequency (Fs) impedance analyzers
LANETRME (Ft) AN EE 7 I
Ea@ EIRATA Mz | 41402 f%l‘ i Hrix
Thickness resonant frequency (Ft) impedance analyzers
HARE  (Co 55 HibE At 1000Hz/1V
AR pF | 380+15% 3= HAAT At 10008z
Static capacitance (C0) Digital Electric Bridge At 1000Hz/1V
NBRAAE  (1g3) o <03 Hr M At 1000Hz/1V
dielectrin loss  (tgd) ’ - Digital Electric Bridge At 1000Hz/1V
MU & R 8(Kp) 0.5 s HL BT BT A
Electrical-mechanical coupling coefficient(Kp) _. impedance analyzers
5.4MW R~} (Appearance and dimensions):
I | 0.5+0.03
$510.10

Remark: This specification is subject to change without prior notice.
6.3 (Package):

Qty/CTN Carton Size(cm) G.W. (Kg) N.W. (Kg)

36000pcs 28%22*30cm 3.88 2.68
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