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Vs=2.5V,RL=2.2KΩ
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Material

Model No.     : KPCM-G97H45P-64dB-1312

AL
铝

11

3

Max operating voltage

 Sensitivity reduction

Frequency

 Max. Current Consumption

1. Scope 

2. General 
2.1  Out-Diameter 9.7

2.2  Height 4.7
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0dB=1V/ubar,1KHz

    This specification applies electret condenser microphone.

KIC1312

2.5  Store Temperature range: '-20~+70℃   without loss of function

mm

mm

g

Drawing No.

≤0.8

Specification

2.4  Operating Temperature range: '-20 ~+70℃  without loss of function

2.3  Weight

4 Zout

3.  Electrical and Acoustic Characteristics.

No

1

2

Directivity

Sensitivity

5

6 △S-Vs

7

8

12

dB

Hz

RoHS

We use"Pascal （Pa)"indication of sensitivity as per the recommendation of I.E.C（International Electro technical
Commission).The Sensitivity of “Pa” will increase 20dB comparing with “ubar" indication。
Example：-60dB(0dB=1v/ubar)=-40dB(1v/Pa)

See appearance drawingTerminal

13
Environmental Protection

Regulations

Test condition : 15 ~ 35 ℃, 45% ~ 85% RH, 86~106kpa
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No. 

No. 

4.2 Environmental test

After any tests,the sensitivity
to be within ±3dB of initial
sensitivity after6 hours of
conditioning at +25℃

Evaluation standardItem

High temperature test

Low temperature test

Humidity Test

Test Condition

After being placed in a chamber at +70 ℃ for 72
hours.

 Vibration

Shocks

Frequency1      10Hz-55Hz
Amplitude          ±0.15mm
Frequency2      55Hz-150Hz
Acceleration                 20m/s2

Change of Frequency       1 octave/min
2 hrs in each of 3axes

Pulse Shape             Half  Sinusoidal
Pulse  Duration    11ms
Acceleration       150m/s2

Number of Jolts 10 in each of 3 axes

After being placed in a chamber at -20℃ for  72
hours.

After being placed in a chamber at +40℃ and 90
±5% relative humidity for 120 hours.

 -20℃  -  25℃  -  70℃
(2H)(1H)(2H)(1H)(2H)        10cycles

 Temperature cycle
test

Drawing No. KIC1312

Evaluation standardTest ConditionItem

Revision No. 1.1
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4.1 Mechanical Characteristics 
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1

After any tests,the sensitivity
to be within ±3dB

2

1

2

3

4
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5.1Measurement Block Diagram
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Model No.     : KIC1312KPCM-G97H45P-64dB-1312

5. Measurement Block Diagram & Response curve

5.2  Response curve 

Schematic Diagram  Vs= 2.5V ；R1=2.2KΩ

Drawing No.
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Model No.     : KPCM-G97H45P-64dB-1312 Drawing No. KIC1312

6. Dimensions

FIRST ANGLE PROJECTION

Tolerance
UNIT :  mm

:  ±0.2

±
±

±

±
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Model No.     : KPCM-G97H45P-64dB-1312 Drawing No. KIC1312

7. Packing 
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Model No.     : KPCM-G97H45P-64dB-1312 Drawing No. KIC1312

8. Revision 

Rev.
No.

DATE PAGE DESCRIPTION BOM

1.1 2013-8-23 6 NEW Design

1.0 2013.07.25 / Primary
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