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VS-P1640H12TRModel No.:

ELECTRICAL SPECIFICATION

Drawing No. VS20200915021

Revision No. 1.0

1

2

Construction Open

Using Method Dual

Center frequency(KHz)3 40 KHZ

SpecificationItemsNo

4

7

≥115dB (10V/30cm/sine wave)

Directivity 50o±5o

2400±25% @1kHz

Transmitting Sound
Pressure Level

Capacitance(pF)

Sensitivity6 ≥-65dB V/u bar

5

Allowable Maximum
Input Voltage(Vp-p)

8 150 (40KHz)

7

9 Detectable range

2400±25% @1kHzCapacitance(pF)

0.2-18 m

10 Operating Temperature -30~ +70(℃)

APPEARANCE AND DIMENSIONS

12 Material AL,PLASTIC

13 Reactivate response time Max 1.6ms

11 Storage Temperature -40~ +85(℃)

APPEARANCE AND DIMENSIONS

Short Pin‐"‐"
Long Pin ‐ "+"

http://www.nbvoise.com sales@nbvoise.com



Tel:0086-0574-87471601
Fax:0086-0574-87471600

Specification for Sensor Page 3/4
QT Y: 2 000 Pcs470  x31 0 x1 65

29 0 x22 5 

QUAN TITY:20 00PCSGROS S WT:5K GNET W T:3KGVOLUM E:47 x3 1 x16.5

http://www.nbvoise.com sales@nbvoise.com
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VS-P1640H12TR Drawing No. VS20200915021

Specification for Sensor Page 3/4

Revision No. 1.0
Model No.:

http://www.nbvoise.com sales@nbvoise.com



Tel:0086-0574-87471601
Fax:0086-0574-87471600

Specification for Sensor Page 4/4

http://www.nbvoise.com sales@nbvoise.com

Specification for Sensor Page 4/4

Revision No. 1.0
Model No.: VS-P1640H12TR Drawing No. VS20200915021

Test Circuit
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